
Building Product Information Sheet
Product name:

Product line (the product line from which the product is customised):

Product description and its intended use (measurements, materials, usage):

Product identifier (if applicable):

Place of manufacture:
  Aotearoa New Zealand   Overseas

Legal and trading name of the manufacturer(s):

Legal and trading name of the importer (if applicable):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone No. (if applicable):

NZBN (if applicable):

BRM 8582 03/23

CLASS 1



CLASS 2: BUILDING PRODUCT INFORMATION SHEET
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Relevant Building Code clauses:

Statement on how the building product is expected to contribute to compliance:

• options for compliance set out in section 19 of the Act (regulations, acceptable solution, verification method)
• standard or technical document that describes the performance of the building product or the relevant specifications to which the building 

product was manufactured
• physical properties of the building product

• how the building product is intended to be used.
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Limitations on the use of the building product:

Design requirements that would support the use of the building product:

Installation requirements:
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Maintenance requirements:

Is the building product/building product line subject to warning or ban under section 26?:

 Yes   No

If yes, description of the warning or ban under section 26:

Date: D  D  M M  Y  Y


	002: -
	001: Davco K10 Plus
	003: DESCRIPTION
Davco K10 Plus is a premium performance, flexible, premixed, Class III, water based polyurethane waterproofing membrane designed for the use under tile, stone and other resilient finishes.

USES
Davco K10 Plus is suitable for interior and exterior applications. Commercial and domestic wall and floors including wet areas such as showers, bathrooms, terraces, balconies, roofs and walkways, prior to tiling, using a Sika branded polymer modified cement
based tile adhesive. Davco K10 Plus is also suitable for confined areas as it is water based and solvent free.

CHARACTERISTICS / ADVANTAGES
▪ Premixed, ready to use.
▪ Suitable as an anti fracture membrane
▪ Excellent cure time
▪ Water based polyurethane
▪ Class III, highly flexible >500%
▪ Non toxic
▪ Available in Green or Grey
	004: Davco K10 Plus
	005: Off
	006: Yes
	012: 5012
	013: tilemax.co.nz
	024: sales@tilemax.co.nz
	025: 04 568 5570
	026: -
	007: Sika Australia Pty Ltd, 55 Elizabeth St, Wetherell Park, Sydney, NSW
	008: Tilemax Limited
	009: 27 Te Puni Street
	010: Petone
	011: Lower Hutt, Wellington, New Zealand
	016: Performance B2.3.1 (b) 15 years: The BRANZ appraisal for this product states that, in their opinion, it achieves this  durability requirement, when installed and maintained in accordance with the BRANZ Appraisal and relevant product technical literature available at  tilemax.co.nz. 

Performance E2.3.1 and E2.3.2: The BRANZ Appraisal for this product states that it meets the E2.3.1 and E2.3.2 weathertightness requirements  when installed in accordance with the BRANZ Appraisal and relevant poduct technical literature available on tilemax.co.nz.

Performance E3.3.3, E3.3.4, E3.3.5, E3.3.6: This product has been BRANZ appraised. It meets the NZ Building Code E3 Internal Moisture requirements when designed and installed in accordance with the requirements of E3/AS1, E3/AS2-Internal Wet Area Membrane Systems (WMA Code of Practice for Internal Wet Membrane Systems (2020)), the BRANZ Appraisal and relevant product technical literature available on tilemax.co.nz

Performance F2.3.1: This product meets this requirement when used and applied in accordance with Sika's  installation instructions and does not present a health hazard to people occupying or using the building. Refer to the Sika Product Technical Data sheet and product Safety Data Sheet  available at tilemax.co.nz for further information if required.



	014: B2 Durability: Performance clause B2.3.1 - (b) 15 years

E2 External Moisture: Performance clause E2.3.1 and E2.3.2 

E3 Internal Moisture: Performance Clauses E3.3.3, E3.3.4, E3.3.5, E3.3.6

F2 Hazardous Building Materials: Performance clause F2.3.1

	017: This product is a waterproofing membrane system for use behind impervious wall finishes and under trafficable floor finishes on external decks and balconies, and internal wet areas. Any finishes installed over this system, are not the responsibility of Sika.

IMPORTANT CONSIDERATIONS
▪ Test product in an inconspicuous area first. 
▪ Do not apply in temperatures above 35°C or below 5°C
▪ Do not allow the product to freeze 
▪ Delay external applications when inclement weather is imminent
▪ Do not thin the liquid, product is ready to use.
▪ Do not use in areas of permanent immersion such as swimming pools or ponds etc
▪ Do not use where negative hydrostatic pressure is evident (rising damp), as if affects the bond of Davco K10 Plus. Contact Sika technical for further advice.
▪ Substrates shall be rigid enough to accommodate the incumbent tile, stone or other finishing material and comply with applicable deflection standards.
▪ Davco K10 Plus is not designed to be left exposed and shall be covered by a tile, stone or other finishing material.
▪ For other uses not mentioned in this document please consult Sika Australia.

	018: This product is part of a system that includes primers, reinforcing tapes and other associated products. For full design information refer to the BRANZ Appraisal and the relevant product data sheets for further support.

The substrate that the membrane will be applied to must be in accordance with the NZBC to a relevant standard, such as NZS3101 for concrete, NZS 4230 or NZS 4229 for concrete masonry and NZS 3604 for timber framed Buildings. 

In accordance with E3/AS1 and E3/AS2 membrane systems must be specified by the tile manufacturer (supplier) as being suitable for the tiles and the environment. And the system must be designed in accordance with the Waterproofing Membrane Association Code of Practice for Internal Wet Area Membranes - Feb 2020 and relevant product technical literature available at tilemax.co.nz.



	029: For compliance with Clauses E2/AS1 and  E3/AS2 the membrane system must be installed by, or under the supervision of, an installer certified by Tilemax and in accordance with the Waterproofing Membrane Association Code of Practice for Internal Wet Area Membranes - Feb 2020, and the relevant product technical literature available at tilemax.co.nz

APPLICATION INSTRUCTIONS
SUBSTRATE QUALITY
General
▪ All surfaces must be installed according to manufacturer's\ instructions and relevant Australian Standards and be structurally sound, dry, clean and free from movement, oil, grease, wax, curing compounds, release agents, efflorescence or any other loose or contaminating material.
▪ Prior to application, remove all sharp protrusions, which may pierce the membrane
▪ Avoid voids, potholes and divots in the substrate must be appropriately prepared with a Sika branded patching mortar.

Concrete
▪ All new concrete slabs must have a wood float finish and be allowed to cure for 6 weeks.
▪ Old concrete must be cleaned with a strong commercial grade detergent or degreaser. Residue must be thoroughly washed off with clean water. Allow the surface to dry for at least 24 hours.
▪ If the concrete has a steel trowel or power float finish, it must be mechanically prepared to expose the aggregate. Signs of Laitance and Efflorescence must be removed.

Cement Render & Screeds
▪ Rendered or screeds must have a wood float finish and be allowed to cure for 7 days.

Light Weight Blocks
▪ Prime the surface with 2 coats of Davco Ultraprime or Davco PrimeX

Metal Surfaces
▪ All metal surfaces must be free from rust
▪ Prime metal surface Sika Prep n Prime

Bond Breaker
Suitable bond breaker sealant: Any Sika neutral cure silicone sealant Refer to product datasheet for additional information.

Connector Sealants
Suitable connector sealant: Sikaflex Fillet or Sikaflex Construction AP Refer to product datasheet for additional information

Crack / Joints - subject to movement
All cracks / joints, irrespective of their width, must be filled with a Sika branded Neutral cure silicone sealant. Then a 50mm wide polyethylene / polypropylene tape should be placed over the crack, ensuring it adheres to the surface.

Building Boards and Sheeting
▪ Standard wall / floor building boards must be primed with a suitable Sika Branded primer and firmly fixed in accordance to manufacturer instructions and applicable Australian Standards. Such boards / sheeting include plasterboard, fibre cement sheeting, marine grade ply and wet area composition board. Check with the board / sheeting manufacturer for their
suitability.
▪ Screw or nail heads must be treated with a Sika branded epoxy or a Sika connector sealant
▪ All sheeting joints need to be covered with a 50mm wide Polyethylene / Polypropylene tape.

Falls to Drains
▪ In all wet areas, it is important that falls be provided to the drain outlet. The slope of this fall should be 1:80 - which equates to 12.5mm fall over 1m. For wet areas, balconies, and rooftops, if the existing substrate does not provide the required falls, a
sand/cement screed will be need to be created. Once the falls are in place and screeds have cured, apply the Davco K10 Plus as per instructions. Contact Sika Australia for more information on screed mix should this be required.
▪ For balconies and rooftops, the slope of this fall should be 1:100 – which equates to a 10mm fall over 1m. If the existing substrate does not provide the necessary fall, a sand / cement screed needs to be created. Once the screed is in place and has cured adequately, apply the membrane as per instructions below. Contact Sika Australia for more information on an appropriate screed mix should this be required.

SUBSTRATE PREPARATION
Substrate Priming
All substrates shall require priming prior to the application of Davco K10 Plus.

Substrate: Porous substrates                                Primer: Davco UltraPrime, Davco PrimeX, Sikalastic Moisture Seal
Substrate: Dense Concrete                                    Primer: Davco PrimeX, Sika Prep n Prime, Sikalastic Moisture Seal
Substrate: Early aged concrete and screeds      Primer: Sikalastic Moisture Seal
Substrate: Damp substrates                                   Primer: Sikalastic Moisture Seal
Substrate: Metal and PVC terminations and connections      Primer:Sika Prep N Prime
Substrate: High Moisture content and substrates with negative hydrostatic pressure Primer: Sikalastic Moisture Seal (min 2 coats)

Refer to primer product datasheet for additional information




	019: No maintenance of the Davco membrane system will be required, provided that significant substrate movement does not occur within the impervious  wall / floor lining or finish that has been applied over the top. Regular checks of the wall / floor finish must be made to ensure that it is sound and will not allow moisture to penetrate it. Any cracks or damage must be repaired immediately, in consultation with the supplier of the lining system.

For maintenance of impervious wall and floor lining systems that have been installed to enable compliance with Clause E3/AS1, refer to the supplier of the system installed.
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